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Complete Weaver line includes—Twin Post Lifts . . Single Post Lifts . . Triple Post Lifts 
Unit Lift . . Bumper Jacks . . Car Washer . . y 4 to 20 Ton Service Jacks, iy 2 to 100 Ton 
Hand Jacks . . Wheel Alignment Equipment . . Headlight Testers . . Brake Testers 
Wheel Balancing Equipment . . Wheel Dollies . . Safety Lanes . . Air Compressors. 










Largest factory in the world devoted entirely to 
the manufacture of Automotive Service Equipment 


50 Years 


F ROM coast to coast in our country—and in many other parts 
of the world as well—the Weaver name is identified with 
the best in Automotive Service and Safety Testing Equip¬ 
ment. This reputation extends equally into the fields of 
Automotive Service and Official Motor Vehicle Inspection 
Programs. Such a reputation must be earned through long years 
of achievement in design and production—as well as continuous 
high public acceptance of the products. During the more than 50 
years of pioneering and leadership in its field Weaver has con¬ 
sistently added to its plant, its resources and its technical knowl¬ 
edge. The net result is constant enhancement of a reputation that 
can only be won by aggressive pioneers in any field of endeavor. 


I. A. WEAVER, Founder 


of Pioneering 
and 
Leadership 


In addition to its vast manufacturing facilities, the Company 
maintains a large Laboratory Garage (inset) which houses the 
Weaver School for Wheel Alignment Instruction and also provides 
for the testing of Weaver products under actual service conditions. 

Every product of the Weaver Manufacturing Company is 
carefully and fully inspected before leaving the factory. 

Product Warranty: Every product of the Weaver Manufacturing Company 
is guaranteed for one year from date of Invoice, except Jacks which are guar¬ 
anteed for 90 days from date of delivery to the user, against defective material 
or workmanship, when the product is installed and/or used in accordance with 
Weaver specifications. Our obligation assumed under this Warranty is limited 
to repairing or replacing any part or parts returned to us at our factory, trans¬ 
portation charges prepaid, which prove to our satisfaction upon examination 
to have been defective, and which have not been misused or carelessly handled. 
We reserve the right to decline responsibility when repairs have been made 
or attempted by others. 
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hydraulic bumper jack 
two-stage high lift adapter 


'Tiecuf 

HYDRAULIC 
BUMPER JACK 

WA-52-A 


The New Weaver Hydraulic Bumper Jack is 
the jack that “Has Everything”! Every con¬ 
venience and safety feature have been incor¬ 
porated in this new Jack. 

Completely modern in appearance, and full- 
hydraulic in operation, it carries its load on a 
solid column of oil. 

Weaver’s “Over Fifty” years of building the 
Best at competitive prices is your continuing 
guarantee of quality. 


i 


Fast lifting and safe lowering speeds are 
built into the dependable hydraulic system— 
No sudden or dangerous motions. Saddles ad¬ 
just easily to fit bumpers, and large wheels 
permit easy maneuverability. 



Large reinforced adjustable saddles permit proper 
bumper contact. Lifting is fast and easy. White lines 
on floor indicate movement permitted by four wheel 
design—No tipping when vehicle is raised. 


The conveniently located Re¬ 
lease Valve Handle is sur¬ 
rounded by steel, to prevent 
accidental lowering. 


New, four-position, positive 
action Safety Lock cannot be 
disengaged unless the jack is 
purposely lifted slightly. Then 
only, a light upward pressure 
on Safety Lock Handle easily 
disengages lock. 




OVER 
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jacks 

hydraulic bumper jack 
two-stage high lift adapter 



Large rear wheels, located near (1) 

unloaded center of gravity, per¬ 
mit easy handling. 

(3) 


All controls are conveniently located. Thumb 
pressure releases four position safety lock. 

A slight twist on release lever permits low¬ 
ering at safe speed. 

Lifting handle retracts automatically when 
jack is lowered. 


The Weaver Hydraulic Bumper Jack has everything—It’s safe, 
practical, efficient and modern in appearance. 

Rely on Weaver dependability for many years of profitable 
use in this “best Jack buy” of the year. 

Specifications WA-52-A 

HYDRAULIC BUMPER JACK 
SHIPPING WEIGHT: 155 LBS. 




HI 


Lifting Capacity. IV 2 Tons 

Total Lifting Range . 8" off floor to 29%" 

Over-all Height . 38" 

Over-all Width (minimum) . 34" 

Over-all Width (maximum) . 55" 




TWO-STAGE, 


-LIFT ADAPTER WA-53 


Printed in U.S.A. 


Specifications WA-53 Adapter in Lo-stage 

position allows wheels to 
TWO-STAGE, HI-LIFT ADAPTER c | ea r |ow _ cut fenders . 

SHIPPING WEIGHT: 17 LBS. 

Lo-Stage Lifting Range: 21 %" from a point 39%" off floor. 
Hi-Stage Lifting Range: 21%* from a point 6 SV 2 " off floor. 


Designed to give added versatility to any Weaver 
Hydraulic Bumper Jack ever built. The adapter is 
merely slipped into position on a bumper jack, and 
is self-storing thereafter. 

Very handy for inspections, muffler installation 
and under-chassis services. 

Low position ranges from 3914" off floor to 501/2". 
High position ranges from 631 / 2 " off floor to 84%". 
A very useful accessory at low cost. 


Adapter in Hi-Lift position permits a convenient working height. 
Relieves pressure on springs and shocks. 
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MODERN 
APPEARANCE 


CHECK THESE 
FEATURES 


4-WHEEL DESIGN 
NON-TIPPING 
SAFE HYDRAULIC 
OPERATION 


4-POSITION 
SAFETY LOCK 


SAFETY 


RELEASE 


LEVER 


LIFTING HANDLE 

RETRACTS 

AUTOMATICALLY 


STURDY, 


WIDE RANGE 


ADJUSTABLE 


ADAPTERS 


STURDY CONSTRUCTION 
—PORTABLE 
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AIR-OPERATED BUMPER JACK 



OUTSTANDING 

FEATURES 

One hand operation—Air Control 
Valve and Safety Lock operate 
with one hand. 

Safety Lock operates in six height 
locking positions. 

Large Load-Carrying Wheels. 

Saddle adjustment is from a mini¬ 
mum of 20%" inside-to-inside to 
maximum of 55" outside-to-out- 
side. 

Maximum forward reach of sad¬ 
dles is 15" from cylinder to front 
of saddles. 

High Lift—24" Lifting Stroke. 
Four-Position Saddles. 

Auxiliary Rear Wheels for maneu¬ 
verability and fast positioning. 

See other side for complete speci¬ 
fications. 


Weaver Model WA-56 Air-Operated Bumper Jack 
is not just another bumper jack. It is the most 
sturdy unit of its type on the market, designed and 
manufactured by Weaver—pioneering in the manu¬ 
facture of automotive service jacks since 1911. 

This Jack has been engineered to provide users 
with a better, more rugged design for lifting the 
entire ends of cars, for faster tire changing, brake 
service, and many others for which one end of the 
vehicle must be raised. Exclusive features include: 
one hand operation of Air Control Valve and Safety 
Lock Release, Six-Wheel Design, Longer Cylinder 
Guide for smoother operation and increased cup 
leather life. The long forward reach of 15", large 
5" x 5" four-position locking saddles with adjust¬ 
ment range—(20%" to 55") permits raising all cars 
at their proper lifting points. 

The Weaver Model WA-56 Air-Operated Bumper 
Jack is operated by applying regular tire inflation 
hose to the valve near the top of cylinder. 

Additional features given below and on the other 
side of this sheet. 

A comparison of Weaver Model WA-56 Air-Oper¬ 
ated Bumper Jack with all others on the market will 
prove its superiority. 


Safety Lock operates automati¬ 
cally in six height locking 
positions. 


One hand operation disengages 
Safety Lock and operates Air 
Control Valve to lower jack. 
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MAINTAINS PROPER AND SAFE 
SADDLE CONTACT—NO TIPPING 

The four-wheel load-carrying design of the Weaver Air- 
Operated Bumper Jack is an exclusive and important 
design feature. Each of the four wheels carry an equal 
amount of vehicle weight. Also, the four load-carrying 
wheels assure safe saddle contact by permitting the jack 
to move fore and aft when raising and lowering car, pre¬ 
vent tipping and eliminate necessity for releasing park¬ 
ing brake and putting transmission control in neutral. 



The illustration above shows Weaver Air-Operated 
Bumper Jack with adjustable saddles contacting bumper 
at the start of lifting stroke. (Note white line on the floor 
directly under axle of large rear wheel.) See illustration 
below for forward movement of jack in lifting car. 



With the car raised to full lifting height, tipping or bind¬ 
ing of jack is eliminated because of the exclusive four- 
wheel load carrying design which permits jack to move 
fore and aft as the car is raised and lowered. This in¬ 
sures constant proper and safe contact. 


EXCLUSIVE DESIGN PROVIDES 
FOR EASY HANDLING AND 
FASTER POSITIONING 

The exclusive six-wheel design of the Weaver Model 
WA-56 Air-Operated Bumper Jack, with its weight carried 
by four load-carrying wheels, is easier to handle when 
moving Jack from one shop location to another. 

By tilting this well-balanced Jack slightly backward, the 
small auxiliary rear wheels contact the floor to make it 
easy to pivot for turning and positioning. The auxiliary 
rear wheels also prevent over-balance by controlling the 
amount of tilt. 



SPECIFICATIONS 


Extra heavy rugged steel construction 
Air operated 

Lifting capacity . 1 Vz Tons 

Saddle low point . 8 V 4 " 

Saddle high point. 32V 4 " 

Total lifting range . 24" 

Height Locking positions. 6 

Four-Position saddles 

Maximum forward reach. 15" 

Minimum Adjustment (inside-to-inside). . . 20"% 

Maximum Adjustment (outside-to-outside) . 55" 

Saddle area (each saddle) . 5" x 5" 

Air cylinder (seamless steel).5 5 /s" I.D. 

Over-all height 

(Down position) . 40 V 4 " 

(Up position) . 64 V 4 " 

Over-all Width.29" 


WA-56 

Shipping Weight. 184 lbs. 


Weaver 


WEAVER MANUFACTURING DIVISION 
DURA CORPORATION 

SPRINGFIELD, ILLINOIS, U.S.A. 


Form 836-3—3M—2-61 


Printed in U.S.A. 
































LO-HI-DRAULIC 
SERVICE JACKS 

lVi and 1 l A ton capacity 




WEAVER 




jacks 


See other side for dimensions and specifi¬ 
cations for Weaver Model WA-66 1 V 4 Ton and 
Model WA-67 1V 2 Ton Lo-Hi-Draulic Service 
Jacks. 


MODEL WA-67 V/ 2 TON 


The Weaver Model WA-66 1 V 4 Ton and Model WA-67 
1V 2 Ton Service Jacks are ruggedly built to give long 
service. Many Service Stations and Garages need this 
type unit in addition to their other Jacks. 

The light weight of these Models makes them ideally 
suited to carry in road-service trucks for away-from-shop 
servicing of cars. 


MODEL WA-66 114 TON 


Both models, similar in design, are equipped with 
built-in safety poppet valve to prevent overloading Jacks 
beyond rated capacities. These Jacks are equipped with 
long quick-removable operating handles for ease in hand¬ 
ling when carrying in small trucks. Large non-slip sad¬ 
dle, high lift, large front wheels and ball bearing swivel 
casters make these Jacks adaptable to many service jobs. 


The Weaver Model WA-66 1 l U Ton and 
Model WA-67 1V 2 Ton Lo-Hi-Draulic Service 
Jacks, illustrated, have low saddle height of 
3% inches. Model WA-66 raises to 18 V 4 
inches and Model WA-67 raises to 20 inches. 
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OVER 50 YEARS AND NO ONE BUILDS IT BETTER THAN 
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LO-HI-DRAULIC 
SERVICE JACKS 
1V 4 ton and 
iVz ton capacity 
• SPECIFICATIONS 



WEAVER MODEL WA-6G 1V 4 TON 
LO-HI-DRAULIC SERVICE JACK 

Ample quick lift for all cars and light trucks. 
Overload safety valve, trouble-free release 
valve and many outstanding features for long 
trouble-free service—2 1 /*" swivel rear wheels 
for easy placement. Ruggedly built, a favorite 
for Service Stations and Garages. Maximum 
dollar and service value. 


Capacity .1 V4 Tons 

Saddle Low Point. 3 7 /b" 

Saddle Raised Height .I 8 V 4 " 

Over-all Chassis Length.24 V2 " 

Handle Length (2-pc. removable) . . . .50" 

WA-66 

Shipping Weight (incl. handle) 72 lbs. 



26 3 /4-- -\ 


WEAVER MODEL WA-67 P /2 TON 
LO-HI-DRAULIC SERVICE IACK 

This 1 V 2 ton Hydraulic Service Jack follows 
the general design of the popular Weaver 
Lo-Hi-Draulic Jacks which have been proved in 
service. In addition to the greater capacity, it 
has a higher lift, a longer wheelbase and 
heavier all around construction for every day 
working under all passenger cars and light 


trucks. 

Capacity .1 V2 Tons 

Low Saddle.3 7 /s " 

High Saddle .20" 

Over-all Chassis Length.26 

Handle Length (2-pc. removable) .... 50" 

WA-G7 

Shipping Weight (incl. handle) . 94 lbs. 


^- ® 
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LO-HI-DRAULIC 
FLOOR JACKS 


Jacks, 
Hydraulic 
Floor Type 


4 SIZES: 2—4—10 

AND 20 TON 


WA-73 Super Floor Jack 
easily reaches under vehi¬ 
cles with long overhang, 
raising vehicle high enough 
for every service. Large 
cupped saddle insures easy 

f in nr aafo 1 if'lin nr 




OVER 50 YEARS AND NO ONE BUILDS IT BETTER THAN 
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Handle Lock- 


Release Levs* 


LO-HI-DRAULIC JACKS 

CONSTRUCTION FEATURES 

CYLINDER 

• Brass lined pump for perfect smoothness—maximum 
life. 

• Pivoted to prevent side thrust and uneven wear on cups 
and cylinder. 

• Two valves instead of usual five help to insure trouble- 
free performance. 

• Two cups instead of usual three save on maintainance 

• Low oil pressure saves cups and reduces leakage. 

• Removable for service by extracting five cotters and 
two pins. 

HANDLE 

• Featherweight, spring-balanced; Practically no lift on 
the return stroke. 

• Full or partial stroke operation—no lost motion. 

QUICK LIFT LEVER 

• As hand lever, permits operator to see vehicle contact 
points as he spots saddle. 

• As foot lever, raises saddle quickly to load. Light loads 
lifted by foot power alone, permitting Weaver Jacks to 
be used in cramped quarters—impossible with others. 



— Detachable Spring-balanced Handle 
Removable Cover Plates 


91 


.o 


Quick Lift Lever 
Double Rpw Ball Bearings on Casters I 



Two Oilite bearings at 
lifting arm pivot. 




Lock. 


Low Shoulder . 
Pressed Steel Frame 


Roller Bearings on Front Wheelsr 

BEARINGS 

• Oilite, oil-impregnated bronze bearings used at lifting 
arm pivot. Assures constant lubrication and easy lift. 

• Oversize pins throughout, all specially hardened. 

OPERATING FEATURES 

• Extra high lift—high enough for every service onfall 
vehicles. 

• Low saddle goes under lowest axle with tires flat. 

• Low shoulder clears low overhanging points with tires 

fla,t. ,. 

• Long frame reaches under overhanging bodies. 

• Easy to maneuver—3 position handle locks for easy 
pivoting on rear casters. 

• Easy to dolly vehicles around shop, with roller bearing 
front wheels and double row ball bearings on rear 
casters. 

SAFETY FEATURES 

• Safety lock on handle prevents accidental lowering. 

• Large cupped saddle—load won’t slip off. 

• Wide base prevents tipping. 

• By-pass valve prevents overloading beyond rated capa¬ 

city. Combined with release valve, making fewer work¬ 
ing parts. . . . - 

• Conservative rating of capacity gives ample margin of 
strength. 



Large Cupped Saddle 


FOR SPECIFICATIONS OF INDIVIDUAL MODELS SEE SUCCEEDING PAGES. 
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FLOOR JACK 

10-TON CAPACITY 

LIFTS TO 24 INCHES 

The WA-75 Giant. Jack can lift the light¬ 
est loads to the big Heavy-duty trucks 
and Off-the-road Equipment, handling 
up to 20,000 lbs. with ease. All passen¬ 
ger cars can be quickly raised by use of 
the foot lever only. 


Jacks, 
Hydraulic 
Floor Type 




FLOOR JACK 

2-TON CAPACITY 

LIFTS TO 24 INCHES 

The Weaver Model WA-72 Lo-Hi-Draulic 
Floor Jack is capable of lifting all pas¬ 
senger cars, panel and pick-up trucks. 
Its light weight permits easier position¬ 
ing under vehicles, and the long, low 
frame will reach under the longest over¬ 
hanging bodies. 

WA-73 SUPER 


FLOOR JACK 

4-TON CAPACITY 

LIFTS TO 24 INCHES 

The Model WA-73 Super Jack will raise 
almost any vehicle that may drive into 
your shop, with its conservatively rated 
capacity of 8000 lbs. The quickest pos¬ 
sible lift is obtained on most passenger 
cars by using the foot lever only. 

WA-75 GIANT 


WA-72 UTILITY 
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Jacks, 
Hydraulic 
Floor Type 


WA-85 SUPER-GIANT 
FLOOR JACK 

20-TON CAPACITY 


CUSHION WHEELS of hard rubber are available in 
place of the metal wheels on the Utility and Super 
Jacks, for use on Terrazo or Tile floors. 

WA-72-X (Specifications same as WA-72) 

WA-73-X (Specifications same as WA-73) 


LIFTS TO 25 Vi INCHES 

The Model WA-85 Lo-Hi-Draulic Supers t Floor 
Jack has the greatest capacity of any model in he 
Weaver line, handling loads up to 40,000 lbs. This 
makes possible the lifting of the heaviest Off-the- 
road equipment such as Crawler type Tractors, 
Power Shovels, Cranes, large Dump Trucks, and 
many others right on the construction job, as well 
as servicing loaded vehicles. Loads up to 8000 lbs. 
may be raised using the foot lever only. 

Extra long heavy reinforced main frame with 
welded box-type construction, sturdy lifting arm, 
three large load-carrying front wheels which lessen 
the concentrated load on the floor, and dual-wheel 
roller bearing caster wheels with tapered roller 
bearing swivels are but a few of the features of this 
jack. 


SPECIFICATIONS MODEL WA-72 MODEL WA-73 MODEL WA-75 MODEL WA-85 

Utility Jack Super Jack Giant Jack Super-Giant Jack 

RATED CAPACITY .. 4000 lbs. 8000 lbs. 20,000 lbs. 40,000 lbs. 

SADDLE LOW POINT . 3*/ 8 in. 3% in. 5% in. 6V 2 in. 

SADDLE HIGH POINT . 24 in. 24 in. 24 in. 25V 2 in. 

TOTAL LIFTING RANGE .. 20 3 / 8 in. 20y 8 in. _ 18y 8 in. _ 19 in. _ 

FRAME HIGH POINT . 6% in. _ 6% in. _ 8 7 / 8 in. _ 10V 4 in. 

FRAME . 51 in. 58 in. 66 in. 68V 2 in. 

LENGTH HANDLE .. 39 in. 40 in. 40 in. 40 in. 

EXTENDED . 89 in. 97 in. 104 in. 108 in. 

WIDTH (Widest Point) . 15 in. _ 16 in. _ 22 in. _ 24 y 2 in. 

NET WEIGHT . 116 lbs. 194 lbs. 365 lbs. 540 lbs. 


^-® \ WEA 
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UTILITY 
LIFT JACK 

(JIGGLE JACK) 


Use the Weaver Utility Lift Jack 
to support the oil pan while 
bolts are removed or replaced. 
One man can do the job. The 
Utility Lift Jack serves as an 
“extra hand” for supporting tail 
pipes, mufflers and gas tanks 
during replacement. 
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lifts 

utility lift jack 





INEXPENSIVE 
EASY-TO-USE 
SPEED MECHANICAL 
SERVICE 


The Utility Lift -Jack has an ad¬ 
justable height from 62" to 83". 
Foot operated lever raises sad¬ 
dle IV 2 " regardless of adjusted 
height of jack. With a car on 
your lift and the Utility Lift 
Jack in place, slight pressure on 
the foot pedal will cause a suf¬ 
ficient movement to quickly line 
up muffler brackets, or other 
under car parts. 

SPECIFICATIONS 


Closed Height .62" 

Extension .21" 

Extended Height ...w.83" 

Foot Pedal Lift or Jiggle. IV 2 " 

Base Diameter.12 

Net Weight.45 lbs. 


The WEAVER Utility Lift Jack has many uses . 

It’s easy to keep both hands free as shown above. 
The Weaver Utility Lift Jack is indispensable for 
many service operations such as freeing frozen 
joints or locating rattles and servicing under car 
parts. 


WA-65 Shipping Weight, 45 lbs. 
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HYDRAULIC TRANSMISSION JACK 



MODEL WA-87 


Specially Designed for 
Removing and Replacing 


• TRUCK TRANSMISSIONS 

• TORQUE CONVERTERS 

• TRUCK DIFFERENTIALS 


• PASSENGER CAR TRANSMISSIONS 


Weaver Model WA-87 Hydraulic Transmission 
Jack is the ideal shop service equipment for 
removing and replacing Truck Transmissions, 
Torque Converters, Truck Differentials and Pas¬ 
senger Car Transmissions. This Jack is partic¬ 
ularly useful for those shops not employing 
Hydraulic Lifts for this type service. 


Features include: Hydraulic Op¬ 
eration, through use of a Weaver 
Hydraulic Power Unit, built-in 
adjustments for side and fore and 
aft tilt of saddle, low silhouette, 
high lift, four caster wheels for 
maneuverability, anti-obsoles¬ 
cence quality by utilizing inex¬ 
pensive removable adapters and 
easy to replace or service Hy¬ 
draulic Power Unit. 


The Weaver Model WA-87 Hydraulic Transmis¬ 
sion Jack is regularly furnished with a stand¬ 
ard adapter to handle Truck Transmissions and 
Torque Converters. 

Special Adapters for Weaver WA-87 Hydraulic 


Transmission Jack are available to handle Truck 
Differentials and Passenger Car Size Automatic 
Transmissions. 

Additional features and specifications shown on 
other side of this catalog page. 




Heavy Truck Transmission supported on adjustable bolts in 
movable adapter brackets. Transmission held securely on 
Jack Adapter by two strong chains fastened to adapter 
brackets. (This adapter furnished with Jack) 


A Truck Differential Adapter (WA-88) is available on spe¬ 
cial order only. The Weaver Hydraulic Transmission Jack 
equipped with the removable Truck Differential Adapter 
simplifies removing and replacing heavy truck differentials. 
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HYDRAULIC POWER 
LIFTS HEAVY UNITS EASILY 



Illustrated above is a heavy 
Truck Transmission being 
raised on a Weaver Model 
WA-87 Hydraulic Transmis¬ 
sion Jack. Jack lifting arm 
is raised by hydraulic power 
supplied by a Weaver 8-Ton 
Hydraulic Power Unit. Con¬ 
venient lock, on one caster 
wheel, prevents swiveling to 
aid in transporting and posi¬ 
tioning, while installing trans¬ 
missions and differentials. 



SERVES AS DOLLY FOR 
TRANSPORTING 

A convenient handle with two locking positions provides 
for easy transporting of Jack from one shop location to 
another. Handle lies flat, out of the way, when removing 
and installing Transmissions, Torque Converters and Differ¬ 
entials. See illustration on other side of this page. 




ADAPTER FOR 

TRUCK TRANSMISSIONS AND TORQUE 
CONVERTERS 


This adapter for Truck 
Transmissions and Torque 
Converters furnished as 
regular equipment. 

Adapter is equipped with 
four movable support 
brackets, each with special 
heavy 3" long adjusting 
screws for proper contact 
with Transmissions and 
Torque Converters. Two 
strong chains provided to 
hold unit on adapter. 



Shown above are application arrangements of adapter for 
providing two different minimum and maximum height di¬ 
mensions with lifting saddle at lowest point. 


ADAPTERS FOR PASSENGER CAR 
TRANSMISSIONS 


The EC-146 Adapter shown 
at left may be ordered for 
handling Chevrolet Turbo 
Glide and all other passen¬ 
ger car transmissions ex¬ 
cept Chevrolet Power Glide 
which requires special 
adapter WA-S9. 

Shipping Weight, 13 lbs. 



SPECIFICATIONS 

Frame high point . 

Saddle low point (Less Adapter) . 

Saddle high point (Less Adapter) . 

Total lifting range . 

Length—Frame. 

Handle. 

Extended . 

Width (widest point). 

Saddle side tilt (each way) . 

Saddle forward tilt . 

Saddle backward tilt .. 

Metal Wheels . 

Rated Capacity. 

Net Weight . 


10V4" 

5 V 2 " 

29 v 2 " 

24" 

48" 

32" 

74 V 2 " 

22 V 2 " 

11 ° 

22 ° 

14° 

4" Dia. 
2000 lbs. 
192 lbs. 


WA-87 


Shipping Weight, 195 lbs. 
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TWO-STAGE UNIT LIFT 



Increases Production on Removing and 
Replacing Transmissions, Corvair Power 
Train, and other Heavy Units 

The new hydraulic Weaver EC-140 Two-Stage 
Unit Lift is outstanding in design and utility. 
It is equipped with foot-lever operated hy¬ 
draulic pump and release, two telescoping 
hydraulic rams, tilting head with hand wheel 
adjustments for fore and aft tilt, side tilt, and 
side-wise movement. (See specifications on 
page 3.) 

The sturdy base has 4 large ball bearing cas¬ 
ter wheels for easy maneuvering and stability. 
The tilting head is also furnished with adjust¬ 
able side rails, 2 pin stops and strong chain 


for holding units during removal, replace¬ 
ment or transporting. 

Safety Relief Valve is set at 1,000 lbs. at the 
factory to prevent damage to the car or the 
Unit Lift, should the vehicle be accidentally 
lowered. 

Foot operation of the Hydraulic Pump and 
Release Valve permits the mechanic to use 
both hands in guiding the transmission, Cor¬ 
vair Power Train, or other units into position, 
while he uses the foot levers for raising and 
lowering. 

The regular tilting head, as illustrated, han¬ 
dles most automatic transmissions. Illustrated 
on Page 3 are adapters available to handle all 
passenger car transmissions and adapter for 
handling the the 1960 Covair Power Train. 
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HIGH LIFT RANGE PROVIDES 
COMFORTABLE 
WORKING HEIGHTS 
FOR MECHANICS 

Illustrated at the left is a Corvair 
which has been raised on a Weaver 
Passenger Car Size Twin Post Lift, 
using Passenger Car Universal Rear 
Wheel Adapters. 

After raising car, a pair of Weaver 
EC-116 High Service Stands are used 
to support rear of vehicle. Rear pis¬ 
ton of Twin Post Lift has been low¬ 
ered and the Rear Wheel Adapters 
removed. The EC-140 Two-Stage 
Unit Lift is shown in position for re¬ 
moving the Power Train. 

Note the vehicle is supported at a 
comfortable working height with the 
two high stands and front post of the 
Twin Post Lift for safe, fast and con¬ 
venient Power Train Removal. Pow¬ 
er Train adapter shown on page 3. 


FIG. 2 



FIG. 3 


FOOT - LEVER OPERATED 
HYDRAULIC PUMP 
AND RELEASE LEVERS 

Maximum operating convenience is provided in the Weaver 
EC-140 Two-Stage Unit Lift. By using foot power to oper¬ 
ate the hydraulic pump and the release valve with built-in 
controlled lowering speed, the mechanic has both hands 
free to properly guide units and adjust the Unit Lift Tilting 
Head for fore and aft or side tilt, and sidewise movement. 



FULL-ROTATING HEAD 
EASILY TILTED FORE AND AFT 
AND ADUSTED SIDEWISE 
BY CONVENIENT HAND WHEELS 

Three Hand Adjusting Wheels on the Unit Lift Tilting 
Head are shown at the left. The wheel at the top provides 
sidewise adjustment. The lower left-hand wheel tilts the 
Head fore and aft and the third hand wheel tilts the Head 
sidewise. 


FIG. 4 
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TWO-STAGE UNIT LIFT 

SPECIFICATIONS 


Capacity (Relief Valve Setting).1,000 lbs. 

Maximum Height.77 y 2 " 

Minimum Height.34^" 

Height of Lift.43" 

Overall Width of Base.41" 

Width of Lifting Table.15 V 2 " 

Length of Lifting Table. 8V 2 " 

Length of Adjustable Supporting Rails. 9 y 2 ” 

Adjustable Width (Supporting Rails) 

Maximum .1414" 

Minimum . 7%" 

Diameter Large Ram. 1%" 

Diameter Small Ram. 1%" 


Lift per full stroke of Pump Pedal 

1% Ram. %" 

1% Ram. 7/16' 

Diameter of Rubber Tired Wheels. 4" 

Table Adjustments 

Backward Tilt from Level.10° 

Forward Tilt from Level.25° 

Left and Right Tilt from Level.12° 

Sidewise adjustment each way from center. . 1%" 


EC-140 

Shipping Weight 236 lbs. 


INEXPENSIVE TRANSMISSION AND CORVAIR POWER TRAIN ADAPTERS 


Shown Below are Adapters Available for EC-140 Unit Lift 


UNIVERSAL ADAPTER 

FOR ALL AUTOMATIC TRANSMISSIONS 

(Except Powerglide) 

The EC-146 Universal Adapter (Fig. 5) is equipped with 
four adjustable supports to handle all automatic trans¬ 
missions (except Powerglide) when used with EC-140 or 
EC-130 Unit Lifts. Fig. 6 shows adapter on Unit Lift. 

EC-146 

Shipping Weight 17 lbs. 



FIG. 5 


FIG. 6 


CHEVROLET POWERGLIDE ADAPTER 

The EC-141 Adapter (Fig. 7) is designed especially for 
easy removal of Chevrolet Powerglide Transmissions. 
Fig. 8 shows adapter on EC-140 Unit Lift. Also applicable 
to E.C-130 Unit Lift. 

EC-141 

Shipping Weight 35 lbs. 


ADAPTERS FOR 

CONVENTIONAL TRANSMISSIONS 

The EC-134 Adapters (Fig. 9) handle all passenger car 
and light truck conventional transmissions. Large set 
screws secure them to supporting rails on EC-140 as 
shown in Fig. 10. Also applicable to EC-130 Unit Lift. 

EC-134 

Shipping Weight (Set of 4), 6 lbs. 




FIG. 7 



FIG. 9 


FIG. 8 



CORVAIR UNIT LIFT 
POWER TRAIN ADAPTER 

The EC-142 Corvair Power Train Adapter is designed for 
use with EC-140 or EC-130 Unit Lifts. See Fig. 2 for illus¬ 
tration of this adapter in use. 

EC-142 

Shipping Weight 21 lbs. 
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990 MOTOR SUPPORT 

Weaver EC-135 Motor Support fits all models of Weaver Twin Post Lifts. In addition to pro¬ 
viding increased production on Transmission Service that involves the removing and replacing 
of Transmissions, or replacing Rear Motor Mountings; mechanics are guaranteed safe work¬ 
ing conditions and it eliminates vehicle damage. 

Every service shop employing Weaver Twin Post Lifts should also be equipped with one 
or more of these valuable service tools. 




Figures 12 and 13 show two different operating positions, 
which in addition to six additional height positions of 
the Hydraulic Jack Support and the 4^4" ram travel of 
the Jack, gives a total of 18 %" vertical adjustment range. 
Base of 1^ Ton Capacity Jack is fitted with a flat plate 


which is moveable in the formed channels. The 9^" 
high vertical Motor Contact Support Members are adjust¬ 
able sidewise from 5%" to 15" and straddle the Motor 
Pan to contact the bolt flange of the Motor Pan. 

A formed bracket hooks over the front post of any model 
Weaver Twin Post Lift and is equipped with web-belt 
material at bottom to protect Lift Piston. 

SPECIFICATIONS 

(Fits All Weaver Twin Post Lifts) 


Capacity . 1,500 lbs. 

Fore and Aft Adjustment of Sliding Jack 

Base .10" 

Vertical Adjustment Range 

(Including 4 1 / 4" Jack Ram Travel).18%" 

Sidewise Adjustment of Vertical Motor Con¬ 
tact Support Members. 5%" to 15" 


EC-135 


Fig. 14 


Shipping Weight 54 lbs. 
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Model 

Capacity 

(Tons) 

Low 

Height 

Hydraulic 

Lift 

Extension 

Screw 

Total 

Height 

Base 

Size 

Handle 

Length 

Shipping 

Weight 

Lbs. 


WA-15 

1 V 2 

7” 

5V4” 

2” 

14 V 4 ” 

3 3 /s”x5 V 4 ” 

20” 

7 


WA-30 

3 

8 V 2 ” 

6 Vs” 

3” 

17 5 /s” 

4 3 /s”x5 7 /s” 

20 ” 

13 

HYDRAULIC 

WA-50 

5 

8 V 2 ” 

6” 

3” 

17V2” 

4 5 / 8 ”x6’/4” 

20 ” 

1 5 V 2 

HAND 

JACKS 

WA-80 

8 

9” 

6V»” 

4V 4 ” 

19V2” 

5V4”x6V2” 

23” 

21 V 2 

WA-120 

12 

9” 

6” 

3” 

18” 

5 5 /s”x6 3 /4” 

23” 

26 V 4 


WA-200 

20 

IOV 2 ” 

6 5 /s ” 

None 

17 Vs” 

7x5 V 2 ” 

23” 

45 

HEAVY 

WA-300 

30 

11” 

7” 

None 

18” 

8 V 2 ”x 6 ” 

xl 7 /s” 

20 ” 

70 

DUTY 

HYDRAULIC 

HAND 

WA-500 

50 

12 ” 

7” 

None 

19” 

10V2”x7V2” 

x2V4” 

20 ” 

122 

JACKS 

W A-1000 

100 

12 ” 

6 Vs” 

None 

18 Vs” 

12”x9V2” 

x3” 

20 ” 

204 


jacks 

hydraulic hand jacks 
jack oil 


Weaver Hydraulic Hand Jacks are 
designed to give the longest service 
with minimum maintenance. Pump 
assembly is the result of extensive 
research and testing. Unlike many 
other Hand Jacks, every model is 
equipped with completely replaceable 
pump, every part of which is replace¬ 
able, independent of any other parts 
of the Jack. 

All Weaver Hydraulic Hand Jacks 
are tested at IV 2 times rated ca¬ 
pacity. 


SPECIFICATIONS 


• Safety Oil Vent—Prevents lifting 
beyond limit of stroke. 

• Load Rest—Wear and Slip 
resistant. 


• Ram Packing—Provides smooth 
operation—Prevents leakage. 

• Side Mounted Pump—More 
efficient operation 


Pump Piston Cups are designed to 
operate at extreme high or low tem¬ 
peratures. Packing at top of Pump 
Cylinder seals in by-pass oil and 
keeps dirt out. Exclusive straight-line 
flow prevents dirt from accumulat¬ 
ing in valve. Large high carbon steel 
extension screw has fast operating 
modified thread for greater strength. 

Line-up Lip on Pump Handle Soc¬ 
ket provided for easy handle place¬ 
ment. Handle locks with % turn. 


Available in 6 Models— 
1 V 2 —3—5— 8 —12 and 20 
Ton Capacities. 



Heavy Duty Hydraulic 
Hand Jacks 

3 Models—30, 50 and 100 ton 


Weaver hydraulic power units, for 
heavy duty service, are adapted 
to production line applications and 
general industrial use. They are 
ideal for lifting heavy loads, and 
operate in a vertical or horizontal 
position. (All models are equipped 
with tandem two-speed pump for 
fast load contact). 


Weaver Hydraulic 
Jack Oil 


A highly refined mineral oil 
recommended for use in Hydraulic 
Jacks. Rust Inhibitor Jack Oil is 
also available in quart and gallon 
containers. 


• QUART 

• GALLON 

• 35 GAL. 
DRUM 

• 55 GAL. 
DRUM 
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jacks 

mechanical bumper jacks 
service stands 


SERVICE STANDS 

4 Models—5, 6, 10 and 14-ton 
(Capacity per pair) 

Weaver Service Stands are indispensable 
to mechanics performing Service on passen¬ 
ger cars or trucks where supporting of ve¬ 
hicle is required for such “on-the-floor” jobs 
as tire and wheel rotation, front end service 
and other chassis jobs. Free floor jack for 
other uses. 

NEW—Model WI-20 Wedge Lock Type 
Service Stands—N ow feature a more rug¬ 
ged sheet metal base, improved combination 
ratchet release and carrying handle. The 
ratchet cannot be disengaged while under 
load. 

Model WI-21 Ratchet Type Service 
Stands —These strong low-cost lightweight 
Service Stands are equipped with one-piece 
cast steel alloy adjustable post and thumb- 
operated ratchet release. 

Models WI-22 and WI-24 Pin Lock Type 
Service Stands —These sturdy moderately 
priced Service Stands provide safe working 
room beneath even the lowest cars. The Pin 
Locks are attached to base by chains. 


Mechanical Bumper Jacks 

Weaver Mechanical Bumper Jacks are made in two 
models—Passenger Car Model and Service Station 
Model. These jacks are made with a double support to 
assure a firm, safe foundation. Safety Lock keeps legs 
securely locked apart. Jack will not tip or slip under load. 

There are no parts to assemble. They are simple to 
use—just unfold, lock legs apart and turn easy operat¬ 
ing crank handle. Screw thread is precision cut and ball 
bearing suspension reduces cranking effort to absolute 
minimum. Jacks fold to fit compactly in trunk. 

The Service Station Model WA-27 is of heavier con¬ 
struction for continuous service use. 


Passenger Car Service Station 

SPECIFICATIONS Model WA-26 Model WA-27 

Packed: 2 to Case Packed: 1 to Case 
Height (low) 6 V 2 " 7 " 

Height (raised) 31” 31 ” 

Jack Dimensions 

Model ( 0 pen) 10”x22”x36 V 2 ” 12”x23”x38 y 4 ” 

WA_26 (dosed) 6"xl0"x36y2" 6V 4 ”x12’’x38i/ a " 

Weight (lbs.) 37—case of 2 20 

_ _— 

^ ® WEAVER MANUFACTURING DIVISION 

Weaver fra DURA CORPORATION 

_SPRINGFIELD, ILLINOIS, U.S.A. 




SPECIFICATIONS 

Model 

WI-20 

Model 

WI-21 

Model 

WI-22 

Model 

WI-24 

Capacity (tons) 

(Per Pair) 

10 

6 

5 

14 

Low Position 

151/4” 

13” 

15” 

20” 

High Position 

25” 

2 IV 4 ” 

23” 

29” 

Raising Height 

93/4” 

81 / 4 ” 

8 ” 

9” 

No. of Positions 

13 

10 

7 

5 

Position Intervals 

3 4” 

3 /4 M 

l 3 / 8 ” 

21 / 4 ” 

Shipping Weight per 

Pair—Lbs. 

32 

16 

20 

42 


Form 727-1 


PRINTED IN U.S.A. 
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TRUCK AND BUS 

WHEEL DOLLY wheel dolly 


2 SIZES—3 MODELS 


2500 LB. CAPACITY—HYDRAULIC LIFT 

1200 LB. CAPACITY—HYDRAULIC OR MECHANICAL LIFT INCREASE PRODUCTION AND PROFITS 

WITH THIS EQUIPMENT 



MODEL WR-31 
WHEEL DOLLY 

2500 LB. CAPACITY 

The Weaver Model WR-31 Wheel Dolly 
is designed to handle the largest single 
or dual truck and bus wheels and tires 
with its large size and capacity. Wheels 
up to 52 inches in diameter may be 
picked up directly off the floor. Lifting 
is made easy by means of a conveniently 
operated hydraulic jack. 


The Weaver Wheel Dolly enables one 
man to remove and replace heavy Truck 
and Bus wheels in less time than for¬ 
merly required by several strong me¬ 
chanics. 

The hydraulically or mechanically oper¬ 
ated lifting arms permit wheels to be 
picked up off the floor or directly from 
the spindle of the vehicle. The wheel 
is held upright against the adjustable 
height steady-rest by a strong chain, as 
it is removed from the spindle and 
transported on the double-row ball bear¬ 
ing swivel caster wheels. Replacing the 
wheel is done quickly and easily by rais¬ 
ing it to spindle height and rotating it 
to position on the lifting arm rollers 
equipped with Oilite, bronze bearings. 


FOR REMOVING, LIFTING, TRANSPORTING, REPLACING HEAVY WHEELS 


OVER 50 YEARS AND NO ONE BUILDS IT BETTER THAN 


Weaver 
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wheel dolly 


MODEL WR-12 
WHEEL DOLLY 


1200 LB. CAPACITY 

The Model WR-12 Wheel Dolly will lift 
with ease large single and dual wheels and 
tires up to 42 inches in diameter, directly 
off the floor. It is operated by a mechani¬ 
cal screw jack, and is equipped with con¬ 
veniently located tool holders. 

MODEL WR-13 
WHEEL DOLLY 


1200 LB. CAPACITY 

The Model WR-13 Wheel Dolly is similar 
to the Model WR-12 described above but is 
operated by a hydraulic jack. 


SPECIFICATIONS 

MODEL WR-12 

MODEL WR-13 

MODEL WR-31 

Capacity 

1200 lbs. 

1200 lbs. 

2500 lbs. 

Height of Lift 

6 in. 

5 in. 

5 in. 

Length of Lifting Arms 

26 in. 

26 in. 

27 V 2 in. 

Overall Length 

36 V 2 in. 

36 y 2 in. 

44 in. 

Overall Width 

28 V 2 in. 

28V 2 in. 

37 in. 

Overall Height 

27 3 /s in. 

273/ 8 in. 

291/2 in. 

Height with Posts Extended 

42 in. 

42 in. 

42 in. 

Caster Wheel Size 

3 in. 

3 in. 

3 in. 

Shipping Weight 

152 lb. 

153 lb. 

223 lb. 


FOR REMOVING, LIFTING, TRANSPORTING, REPLACING HEAVY WHEELS 


--® WEA 

WEAVER^ 
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No. 161-JD 

Effective February 10, 1961 

(Supersedes Dealer Price Lists 
No. 260-JD dated September 15, 1960 
and previous price lists) 


Suggested Dealer Price List 


IMPORTANT—Read this note before placing order 

All prices and terms subject to change without notice. 

All orders accepted and on file to be invoiced at prices prevailing at time of shipment. 

Prices, as shown herein, do not include any sales tax, excise tax, or other similar tax which must be added 
when, as and if, applicable. 



LO-HI-DRAULIC JACKS 


Symbol 

Description 

Shipping 
Wt. Lbs. 

Suggested 
Dealer Price 

WA-52 

Hydraulic Bumper Jack 

155 

$ 125.00 z 

WA-53 

Two-Stage, Hi-Lift Adapter, for WA-52 Hydraulic Bumper Jack 

17 

17.50 z 

WA-56 

1 V 2 -Ton, Air-Operated Bumper Jack 

184 

159.50 Z 

WA-66 

Dandy, 1 V-i-Ton Service Jack 

72 

85.60 Z 

WA-67 

Handy, 172-Ton Service Jack 

94 

109.50 Z 

WA-72 

Utility, 2-Ton, Floor Jack, Metal Wheels 

123 

157.00 Z 

WA-72-X 

Utility, 2-Ton, Floor Jack, Cushion Wheels 

121 

177.00 Z 

WA-73 

Super, 4-Ton, Floor Jack, Metal Wheels 

200 

229.00 Z 

WA-73-X 

Super, 4-Ton, Floor Jack, Cushion Wheels 

188 

249.00 Z 

WA-75 

Giant, 10-Ton, Floor Jack, Metal Wheels 

350 

370.00 Z 

WA-85 

Super Giant, 20-Ton, Floor Jack, Metal Wheels 

540 

540.00 Z 

WA-85 

Jiggle Jack (Mechanical) 

45 

37.00 Z 


HYDRAULIC TRANSMISSION JACK AND ADAPTERS 


Symbol 

Description 

Shipping 
Wt. Lbs. 

Suggested 
Dealer Price 

WA-87 

Hydraulic Transmission Jack (Complete with Truck Transmission 
Adapter) 

195 

$ 286.00 z 

WA-88 

Truck Differential Adapter (for use with WA-87 Jack) 

26 

36.50 Z 

WA-89 

Special Adapter for Chevrolet "Power Glide" (for use with WA-87 
Jack) 

13 

63.00 Z 

EC-146 

Universal Adapter for all Passenger Car Automatic Transmissions 
(except "Power Glide") (for use with WA-87 Jack) 

17 

22.00 Z 


HYDRAULIC HAND JACKS 


Symbol 

Capacity 

Tons 

Std. 

Case 

Ship. Wt. 
Case Lbs. 

Suggested 

List Price 
Each Jack 

Suggested 
Dealer Price 
Each Jack 

Price 

Each 

Jack 

WA-15 

1 V 2 

5 

36 

$ 16.40 

$ 11.50 

$ 11.50 z 

WA-30 

3 

2 

27 

27.00 

18.90 

18.90 Z 

WA-50 

5 

2 

32 

33.25 

23.30 

23.30 Z 

WA-80 

8 

2 

44 

39.25 

27.50 

27.50 Z 

WA-120 

12 

2 

55 

51.25 

35.90 

35.90 Z 

WA-200 

20 

1 

42 

82.75 

58.00 

58.00 Z 

WA-300 

30 

1 

70 

161.70 

113.20 

113.20 Z 

WA-500 

50 

1 

122 

254.30 

178.00 

178.00 Z 

WA-1000 

100 

1 

204 

507.00 

354.90 

354.90 Z 
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WHEEL DOLLIES 


Symbol 

Description 

Shipping 
Wt. Lbs. 

Suggested 
Dealer Price 

WR-12 

Truck and Bus Wheel Dolly with Screw Jack (Capacity 1200 lbs.) 

153 

$ 183.50 z 

WR-13 

Truck and Bus Wheel Dolly with Hydraulic Jack (Capacity 1200 lbs.) 

154 

196.00 z 

WR-31 

Truck and Bus Wheel Dolly with Hydraulic Jack (Capacity 2500 lbs.) 

223 

230.00 Z 


SHOP SERVICE EQUIPMENT 


Symbol 

Description 

Shipping 
Wt. Lbs. 

Suggested 
Dealer Price 

WI-20 

Service Stands, Wedge Lock Type (1 Pair)—Capacity 10-Tons per pr. 

34 

$ 23.50 z 

WI-21 

Service Stands, Ratchet Type (1 Pair)—Capacity 6-Tons per pair 

16 

17.00 Z 

WI-22 

Service Stands, Pin Lock Type (1 Pair)—Capacity 5-Tons per pair 

20 

13.00 Z 

WI-24 

Service Stands, Pin Lock Type (1 Pair)—Capacity 14-Tons per pair 

42 

23.00 Z 


MECHANICAL BUMPER JACKS 


Symbol 

Size 

Standard 

Case* 

Shipping Weight 
Case Lbs. 

Suggested 

List Price 

Each Jack 

Suggested 
Dealer Price 
Each Jack 

WA-26 

Passenger Car 

2 

37 

$15.30 

$ 10.70 z 

WA-27 

Service Station 

1 

22 

19.30 

13.50 z 


‘Shipped in standard case lots only. 


HYDRAULIC JACK OIL 


Symbol 

Description 

Shipping 
Wt. Lbs. 

Suggested 
Dealer Price 

WA-96 

Hydraulic Jack Oil (30 Gallon Drum) 

265 

$ 42.00 z 

WA-97 

Hydraulic Jack Oil (55 Gallon Drum) 

470 

52.50 z 

WA-98 

Hydraulic Jack Oil (Case 12 qts.) 

25 

13.00 Z 

WA-99 

Hydraulic Jack Oil (Case 6 gals.) 

50 

16.50 Z 

WA-141 

Hydraulic Jack Oil with Rust Inhibitor—1 Case (12 qts.) 

25 

22.50 Z 

WA-142 

Hydraulic Jack Oil with Rust Inhibitor—1 Case (6 gals.) 

50 

27.00 Z 


UNIT LIFTS AND ADAPTERS 


EC-140 

Two-Stage Unit Lift 

236 

$ 332.00 Z 

EC-141 

Adapter for Chevrolet "Power Glide” (1951-52—53-54-55-56-57-58-59“ 

60 Models.) For use with EC-140 and WA-87.) 

35 

65.00 Z 

EC-142 

1960 Corvair Unit Lift Power Train Adapter 

21 

30.00 Z 

EC-146 

Universal Adapter for all Automatic Transmissions <Except "Power 
Glide”). (For use with EC-140 Unit Lift or WA-87 Transmission Jack) 

17 

22.00 Z 


All Prices and Terms Subject to Change Without Notice 



































































